
DATE OF ~RE~. 
4/15/80 I 

~~~~~~~~~ 
MATERIAL SAFETY DATA SHEET 

FOR COATINGS. RESINS AND RELATED MATERIALS 
(Approved by U.S. Oeoartmenl ol Labor··euenl•ally Similar·· to Form OSHA-20) 

Section I 

JAN 14 1982 

'])Yf? 2-2-D~ 
NPCA 1-i 

lA 

Administrative and Research Center 1700 SOUTH MT. PROSPECT ROAD, DES PLAINES, ILLINOIS 60018 

·EMERGENCY TELEPHONE 312-3 91-9000 

PROOUCTcuss Solvent MANUFACTURERS CODE IDENTIFICATION 

TRAOENAWE Oxosolve 020 X 338 

Section II - HAZARDOUS INGREDIENTS 
INGREDIENT PERCENT 

TlY 
.LEL 

VAPOR 
PRESSURE ·JOPM mo/M• ··'t-------------------4----...J-----.;...;;..-....-__;,;;~-+----+-----

I r 

Methyl Isobutyl Ketone - Skin 
n-Butanol - Skin 

10 
20 

100 
50 

Section Ill - PHYSICAL DATA 

410 
150 

1.4 
1.4 

@20°C,rnm 

15 
4.3 

NA =Not Applicable 

VAPOR DENSITY ~ HEAVIER. D LIGHTER. THAN AIR 
801LINGRANGE 243-369°F. 

118-187°C. 
l:VAPORATION RATE .,D FASTER TJf] SLOWER. THAN ETHER PERCENT IIOLATILE 

:SYIIOLUME 100 WEIGHT PER 
GALLON 7.6 lbs. 

Section IV- FIRE AND EXPLOSION HAZARD DATA 
DOTCATEGORY Flammable Liquid 

OSHA-Flammable Liquid-Class lC 
FLASH POINT 

'EXTINGUJSHINGMEDIA Use National Fire Protection Association 
(Carbon dioxide, dry chemical or foam) 

LEL See II 

Class 13 extinguishers 

, uNusuALFIREANoe:xPLos•oNHAZARos Keep containers tightly closed. Isolate from heat, electrical equipment, sparks and open flame. Closed containers may explode when exposed to extreme heat. Do not apply to hot surfaces. 

SJOECIAL IIIAI!I"IGHTtNa ""'ocEouRes Water spray may be ineffective. Water may be used to cool closed con~ainers to prevent pressure build-up and possible auto ignition or explosion when exposed to extreme heat. If water is used fog, nozzles are 
preferable. 

BOE-CS-0190377 



!============================-=---
Section V- HEALTH HAZARD OATA 

THRESHOLDLIMITVALue See II (Not Established for Product) 
EFFEcTsoFoveRExPosuRE Inhalation: Anesthetic. Irritation of the respiratory trac 
or acute nervous system depression characterized by headache, dizziness, 
staggering gait, confusion, unconsciousness or coma. Others as noted in Sec. IX. 
Skin or Eve Contact: Primary Irritation. 

EMEF!O~NCYANOf'IRSTAIDPROCEDuRes Inhalation: Remove from exposure. Restore breathing. 
Keep warm and quiet. Not~fy a physician. Skin Contact: Wash affected 
areas with water. Remove contaminated clothlng. Consult a physician. 
Eye Contact: Flush with water for 15 minutes. Consult a physician. 

STABILITY D UNSTABLE w STABLE 

IN.COMPATABILITY (Matenais to avo•d) 

+IAZARDOUS DECOMPOSITION PRODUCTS 

Section VI- REACTIVITY DATA 
CONDITIONS TO AVOID 

Products of combustion are hazardous. 

HAZARDOUS F'OLYMERIZATION D MAY OCCUR [XJ WILL NOT OCCUR 

CONDITIONS TO AVOID 

Section VII -SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED 

breathing vapors. Ventilate area. 
sparking tools. 

Remove all sources of ignition. Avoid 
Remove with inert absorbent and non-

WASTE DISPOSAL METHOD Dispose in accordance with local, ;;; tate and federal regula tic 
Incinerate in aporoved facility. Do not incinerate closed containers. 

·Section VIII - SPECIAL PROTECTION INFORMATION 
RESPIRATORY ~OTECTION 

respirator. 
In outdoor or open areas use NIOSH approved mechanical filter 

In restricted ventilation areas use NIOSH approved chemical-uechanical filters. 

In confined areas use NIOSH approved air line type respirators or hoods. 

v!"NT!LAT•o>-~ WhArP E'mployees may be exposed; ~'rovide general dilution or loca.l 
exhaust ventilation in volume and pattern to keep TLV of hazardous ingredients 
in Section II below recommended (ACGIH) or regulated (OSHA) limit. Where 
employees will not be exposed, keep LEL in Section II below 25% of limit. 

PRoTECTIVE GLovEs Recommended; )(Required 
~EYE PROTECTION Usesafety eyeware deslgned to ·protect against splash of liquids. 
oTHER PROTEcnvE EQUIPMENT Prevent prolonged skin contact with contaminated clothing. 

Section IX- SPECIAL PRECAUTIONS 

Prepared bv: 
BOE-CS-0190378 


